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Hydraulically Transported in Pipes 
Hideaki Yamagishi and Kyokai Okuda 
Abstract 
The results of model tests for suspension mechanism of coarse particles in the hydraulic transport pipes 
are presented， continuing the authors' previous report in 1979. 
The pipe used is made of methacryl plastic of 52 mm in diamet巴r，and the tested particles are nylon 
spheres of 6， 8 and 10 mm in diameter. 
The object of tests is on the effect of shear-lift of the pipe flow on suspension of the spheres with 
differ巴ntdimeters， since collisons of the spheres against the pipe wall will be similar when materials of 
spheres are the same. 
The results obtained are as follows 
(a) The more the dimeter of spheres increases， the greater the effect of shear-lift of the flow arises 
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ここで浮遊係数Dは次の定義で表わされる。 Yは管断面垂直方向座標である。
D=!t(E" a， rO， U)十五(ε2，a， V) 
(1) 
( 2 ) 
右辺1項目は浮場係数 (Shear1併 co々が)， 2項目は跳躍係数 (Saltationco々 が)である。前
報(リにおいて!t， hの形を次のように仮定している。
D=E1九2U/a+ε2aV ( 3 ) 
z=y/aと変換して(3 )式を(1 )式に代入すれば
φ(z) =φoex:ρ(-z/Do) ( 4 ) 
ただし φ。:定数，1=が/a2 (九:球の半径， α:輸送管半径)

















〔表 1) -z=o 
ナイロン球:比重1.15
d =6mm I d =8mm I d =lOmm 
Vニ 0.133m/s I V =0.145m/s I V =0.157m/s 


















〔図 5) 〔図 6)
IV.実験結果および検討
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〔図 9) 
良〈表われている。最大流速の点を除いて直線近似を行なうと D。軸上0.05以下で交わる。すな
わち ε2は0.05以下となる。この時の各球群の直線勾配は 6mmφ:Sξ1.15， 8 mmφ~'=ë 
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